WIFI Printer IP Setting installation procedure

We should ensure following two points when we want to use the WIFI printer.
1: A valid IP address should be allocated to the printer.

2: Install the correct printer driver.
How to allocate a valid IP for WIFI printer ?
1. Find the file named “ HF-LPB100” by wireless network and link it.

2. Put the IP address (10.10.100.254 ) into the Web browser’s address bar, enter it we can see

below window:

Connect to 10.10.100. 254

HE-A11
User name: 3 admin il
Password: _.vu:u .

[ ]remember my password

[ ok ] [ Cancel

User name : admin

Default password : admin



3, Select Work Mode : Select “AP+STA mode” , and save.
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4, Select “ STA Setting ” as below;
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Network Name ( SSID ) HF-LPB100-AP
Note: case sensitive

System ——— ———————
Encryption Method

Work Mode . .
Obtain an IP address automatically m

STA Setting

- IP Address _
AP Setting
Other Setting SHbne bk joooo ]
Account Gateway Address _
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Restart

Restore




4.1, Then click “Scan’, it will appear selection as below:
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Please select your current wireless network

System Site Survey
SsID BSSID RSSI

Work Mode @
STA Setting S R = S O
AP Setting o ‘ L O

® fowmmemc 2 |
Other Setting @ |[TP-LINK_E5977A 28:2C:B2:E6:97:7A 4 3
Account @ |TP-LINK_F901D1
U de SW [ ] EGIDLIYHAIDELZ 9 11
pgrade »
Restart
Restore

Above are all your current wireless network, select one of your wireless device available to be used,
then click “ OK”.

4.2, Input the correct configuration as below, if setting is completed, click "Save".
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Network Name ( SSID ) TP-LINK_F901D1

Note: case sensitive
System e

Encryption Method WPA2PSK | v
Work Mode . ,
Encryption Algorithm
STA Setting
i e I

AP Setting

B Show passwords
Other Setting

Obtain an IP address automatically Disable v
Account

If: &dcress 192.168.1.105
Upgrade SW R —

Subnet Mask
Restart 255.255.255.0
Restore Gateway Address 192 168.1 -1|

DNS Server Address

10.10.100.254




5, Select "Other Setting", setting process are as below, after finishing, click “ Save”.
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Serial Port Parameters Setting

System Baud Rate _— :
Work Mode W— 115200 -]
STA Setting Parity Bit 2 | -]
AP Setting -

Other Setting sl

8
isable
Account

Restart otocol TCP-Server
Restore 9100

TCP Time Out Setting 300

Upgrade SW

Web Ver1.0.14

6, Restart the module, click “OK” , then the printer WIFI module configuration is finished.
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Restart Device

System
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. Impaortant notice:
STA Setting :
- After restart, you will need to re-login the configuration
AP SEttmg interface.lt is recommended to restart after completing all
- configurations.
Other Settmg Restart will interrupt the network for a very short period, are you
sure to restart now?
Account
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“Start” “ Run”

—

7, Click the computer

C=-A\¥FINDO¥S\=systemi2icad. exe

~ 5.1.26081
icrozoft Corp.

iC:“Documents and Settings™Administratorl_

, Input the word

11

cmd 7

K

as below:

Input “ ping 192.168.1.105 -t ” and if the details shows as below , means the connection is OK.

C:\FIRDO¥5\systeni?\cnd. exe — ping 192. 168.1. 105 —t

Microsoft Windows HP L[4 5.1.266801
- -

‘H 1785-2881 Microsoft Corp.

IC:~Documents and Settings™Mdministrator>ping 192.168.1.1685% -t

Pinging 192.168.1.185 with 32 hytes of data:

192.168.1
192.168.1
192.168.1
192.168.1
192.168.1
192.168.1
192.168.1
192.168.1

.185:
.185:
.185:
.185:
.185:
.185:
.185:
.185:

time=6ims
time=1ims
time=3Ims
time=2ms

from
from
from
from

bhytes=32
bytes=32
bhytes=32
bytes=32
hytes=32
bhytes=32
bytes=32
bhytes=32

time=86mns
time=1ims
time=2ms
time=1ms

from
from
from
from

TTL=25%
TTL=255%
TTL=255%
TTL=255

TTL=255
TTL=255%
TTL=255%
TTL=255%




